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1 Levelling- damping element SE1 | SE2 | SE3 


1.1 Assembly 


— Positioning the levelling vibration-damping element at the desired site of the machine (holes 
in the machine stand). 


— Check the horizontal direction of each levelling vibration-damping element in about to each 
other. 


— The max. possible height adjustment of each levelling vibration-damping element is: 


SE1 - 10 mm 
SE2 - 12 mm 
SE3 - 12 mm 


— Remove the levelling screw completely. 
— Compacting the machine to that levelling vibration-damping element. 
— Assemble the levelling screw (if required, a shorter levelling screw can also be employed). 


— Check the horizontal direction of the machine - if required - set up the height adjustment by 
screwing of the levelling screw in. Screwing in the levelling screw causes that the rubber 
plate lifts itself as on the drawing from the same element. 


— Lock the height adjustment through the levelling screw with the lock-nut. 


1.2 Max. weight force per element: 
O Lathes, max.: 


SE1 = 2400 N 
SE2 = 3400 N 
SE3 = 8500 N 


O Milling machines, max.: 


SE1 = 3400 N 
SE2 = 4600 N 
SE3 = 16000 N 


O Surface grinding machine, max.: 


SE1 = 4700 N 
SE2 = 8600 N 
SE3 = 24000 N 


O General machines, max.: 


SE1 = 5700 N 
SE2 = 14600 N 
SE3 = 35000 N 
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Foot of the machine / 
machine stand 


Img.1-1: Foot of the machine / machine stand 


1.2.1 Dimensions 
Levelling screw A 


Counter nut 


Img.1-2: Dimension SE1/ SE2 / SE3 


A B [mm] C [mm] D [mm] E [mm] 

SE1 M12 70 10 32 120 
SE2 M16 90 12 35 160 
SE3 M20 130 12 40 185 
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